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BL31 specification Sheet Independence (V151) specification Sheet P2520 specification Sheet Bench (SAMBO01) specification Sheet Litter Receptacle (SAMLO01) specification Sheet
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Ordering Guide Ordering Guide Ordering Guide Ordering Guide Ordering Guide
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i ‘ f
Product Code | BL31 Product Code | V151 Independence Product Code | P2520 ?‘:n“/ Product Code | SAMBO1 Bench ] o Product Code | SAMLO1 Litter Receptacle
Finish A Black Finish A Black Pole Height 10 10' . :/// Material S Steel F Material S Steel
B White B White 12 12 T T
G Verde G Verde 1 14 / W///I)'/ Finish A Black: l Finish A Black:
H Bronze H Bronze 16 16’ 3 £, | Gray | | Gray
il Groen \ d Gresn Finish A Black - . J Green ] J Green
s Optics A0 Symmetric Optics B3 Type Ill Refractive Panels 8 White Tongth 5 B oot Copadity 5 > Galon
Wattage 50S 50W HPS BS Type V Refractive Panels G Verde . -
708 70W HPS T3 Type Ill Cutoff H Bronze Style Vs Vertical Slats Lid TL Tapered Lid
100S 100W HPS. T5 Type V Cutoff J Green Options R Arm Rest
50H 50W MH V3 Vertical Rib Type Il
70H 70W MH V5 Vertical Rib Type V
\ 100H 100W MH Photo Control | N None
= 42F 42W CFL “1 B Button Eye Photo Control
< 1001 100W INC 2 R Twist-lock Receptacle “
— “‘ Voltage E 120V Socket D Medium 5
— F 208V G Mogul
= =L G 240V
H 277V Wattage 708 70W HPS
o 1008 100W HPS epe . - :
L— wi'em —‘ K i) 1508 150W HPS Specifications Specifications
Options N None 2508 250W HPS *2
CL Single Left Chain Loop 70H 70W MH *3 FINISH: FINISH:
CR Single Right Chain Loop 100H 100W MH 3 All metal \ts are steel shot-blasted, etched, phc sealed, then preheated and powder-coated with TGIC polyester powder coating. All metal ts are steel shot-blasted, etched, phc sealed, then preheated and powder-coated with TGIC polyester powder coating.
D Double Chain Loop 150H 150W PMH Available in Black, Bronze, Gray and Green. Available in Black, Bronze, Gray and Green.
©8°(20 cm) 250H 250W PMH 2
/ - i i R — ACCESSORIES: WARRANTY:
1 Not available in 347V (K).
7\ *2 Available in 120V (E) (gnfy. Voltage E ;gg& Optional intermediate (center) bolt-on arm rest that adds comfort and discourages people from sleeping on the bench- consult factory. For special projects exposed to corrosive environments (including but not limited to by the sea with saltwater exposure or by sand where the wind creates a sandblasting effect),
o0 em — ¢ oy NA——— we offer hot dip galvanizing as an option - consult factory All Site Amenities backed by 1 year manufacturer's Limited Warranty.
[ H Ll For special projects exposed to corrosive environments (including but not limited to by the sea with saltwater exposure or by sand where the wind creates a sandblasting effect), MOUNTING:
& g 5 5 sPeciﬁcations we offer hot dip galvanizing as an option - consult factory All Site Amenities backed by 1 year manufacturer's Limited Warranty. We recommend that all Site Amenities be affixed to the ground (hardware by others). Site Amenities can easily be surface mounted. Requires just one anchor bolt. Shipped fully
-1 Twistlock receptacle (R) not available with 347V (K). assembled. Includes inner black plastic liner, four adjustable leveling feet and vertical solid steel bars 3/8" thick x 1" wide
g {A\val:ag:e wmr: MOgul babse (G(Es)uckekt on‘yi HOUSING: MOUNTING:
*3 Available with Medium base (D) socket only. A : . . . " . We recommend that all Site Amenities be affixed to the ground (hardware by others). Site Amenities can easily be surface mounted. Pre-welded tabs at the bottom of the legs to Base Diameter:
NONGE ™-LLR" to end of fixture coding for "Less Ladder Rest” option. 396 HM high-strength; low:copper, ploprietarycast alloyr; 319F mold 7 0e3Ta Rxluded alurinum Anchor rodsiie hotidippel galvanized steet enable convenient surface. Minimal assembly required (balt end units to seat, hardware included) 19"
FINISH: Height : Diameter:
A durable polyurethane enamel finish is applied after assemblies are shot blasted to create a surface profile which allows for the highest level of paint adhesion. Laboratory tested T4 28%dtiheitop
Specifications for superior i n e i in with ASTM B-117-64 and ANSI/ASTM G53-77 specifications. For larger projects where a custom color is required, Width: Height :
g = contact the factory for more information. " o
Specifications HOUSING: = 3858
oo i " ith quick di i WARRANTY: Length: Max. Weight:
" 360 low-copper die-cast aluminum alloy . Tool-less lamp access. Tool-less ballast access. Twistlock ballast assembly with quick disconnects for easy maintenance. A . gth: 3 ght:
HOUSING: weatherproof ballast assembly isolates the ballast from water and heat for longer life. The optional photo control eye or twist-lock receptacle is located in the ballast enclosure for Theee:yearlimited warranty. 6 250 Ibs
g::el-r{nhglclPc‘»‘);(ﬁ:s"?r:g'l::“\g:tofeg:'u'far?eﬁn:r::m::ﬂ ;l:‘ur:;:rnlzf:!lox i cg;ﬁ:!ﬁ:gm:msu?g czzi?s“gtn':jOﬁwzctﬁu%t;slg";;"anr:)uw;rlll ;h;cakr:‘j:;.e Esz fgﬁz‘s’ atgl‘ea\r/'::'n:ev;?:fg:fr‘xﬁd ballast easy access via a rgmovaple dqor. Hirlged ruu{ with stainless steel spring latch. All non-ferrous fasteners prevent corrosion and ensure longer life. Decorative cast aluminum Tenon/Top: Max. Weight:
non-ferrous fasteners prevent corrosion and ensure longer life. Ledder Rest;: Slip Fitler Dimensions; 37.1.D. x 3% deep:. 3"0D 280 Ibs
FINISH: ?L:ISH: t polyester powd it is electrostaticall, plied aft five-st: nversion clean ocess and bonded by heat fusion thermosetti Laboratory tested for Bolt Circle:
- . . — . . - rmoset polyester powdercoat is electrostatically applied after a five-stage conversion cleaning process and bonded by heat fusion thermosetting. Laboratory tested for 11"14"
kot b Ll o Aoy i o kv il o b Ao gl b sl Sty superior weatherability and fade resistance in accordance with ASTM B-117-64 and ANSI/ASTM G53-77 specifications. ~For larger projects where a custom color is required,
contact the factory for more information. . ' contact the factory for more information. Anchor Rods:
| (4) 3/4" dia. x 19"
SETICAL ASSERELY: OPTICAL ASSEMBLY: W) 3 dincx
y 3 o s e " : Type Il ive Panels. Type V Panels. Optically designed, U.V. stabilized, injection molded, acrylic refractive panels. Type Ill Cutoff. Type V Cutoff. Precision Base Dimensions:
Symmetric. Optically designed. U.V. stabilized. injection molded, acrylic refractive globe. formed, segmented specular aluminum internal cutoff reflector with horizontal lamp mounting. Decorative frosted glass chimney. U.V. stabilized, injection molded, clear acrylic 12 3/4 sq. x 43 3/4"
LAMPING: panels. Type lIl Vertical Rib (precision formed, segmented specular aluminum internal cutoff reflector with horizontal lamp mounting). Type V Vertical Rib {specular aluminum
Incandescent Medium Base A19. 42W CFL (GX24Q-4). MH and HPS Medium base: E17. internal cutoff reflector with horizontal lamp mounting). (NOTE: No decorative frosted glass chimney.) U.V. stabilized, injection molded ribbed acrylic panels with internal vertical Base Cover:
ribs.  Tool-less removal panels for ease of cleaning. (Included) 14" sq. x 4 3/4"
ELECTRICAL ASSEMBLY: LAMPING: Hand Hole &
Key-slotted Ballast Assembly is mounted to an aluminum plate, which is mounted inside the base. Quick disconnects for easy installation and removal. 4kv rated medium base . . . . £ i}
porcelain socket. Nickel-plated screw shell with center contact. 42W Fluorescent socket is a GX24Q-4 base. (Will also accept 26W and 32W PLT lamps). MH and HPS Medium base: E17. MH Mogul base: ED28. 70W-150W HPS Mogul base: ED23.5. 250W HPS Mogul base: E18. 43/8"x 5 3/4
BALLAST: ELECTRICAL ASSEMBLY: Shaft:
All HID ballasts are core and coil and regulated with power factors better than 90% (HPF). Ballast provides +/- 5% lamp power regulation with +/- 10% input voltage regulation. T\_/vwsllock Ballast Assembly with Quick Disconnects_ for easy m_aintenance, Ballasts are HPF core and coil. 4kv rated medium base porcelain socket. Nickel-plated screw shell 5"to 3" Tapered
Ballasts are factory pre-wired and tested. Metal halide ballasts are capable of starting at -20° F or -30° C and HPS at -40°F or -40°C. NOTE: All ballasts are EISA / Title 20 / Title withicsnter contact: dkvratedimiogul bese;porcelainseoket, Nickeknlated screw;shiell wih/center; contact:
1SO 9001:2000 Registered Page 1 of 2 1SO 9001:2000 Registered Page 1 of 2 1SO 9001:2000 Registered Page 1 of 2 1SO 9001:2000 Registered Page 1 of 1 1SO 9001:2000 Registered Page 1 of 1
PHILIPS Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. PHILIPS Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. PHILIPS Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. PHILIPS Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice. PHILIPS Note: Hadco reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
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Fixture Type: Catalog No.: Qty: Fixture Type: Catalog No.: Qty: Fixture Type: Catalog No.: Qty:
24 compliant where applicable. 42W Fluorescent ballast is electronic. Ballast is capable of starting at 0° F or -18° C. Ballast is factory wired and tested. x
BALLAST: Wall Thickness:
CERTIFICATIONS: Al HID ballasts are core and coil and regulated with power factors better than 90% (HPF). Ballast provides +/- 5% lamp power regulation with +/- 10% input voltage regulation. 0.125 Aluminum
UL Listed to U.S. safety standards for wet locations. cUL Listed to Canadian safety standards for wet locations. Manufactured to ISO 9001:2000 Standards. Ballasts are factory pre-wired and tested. Metal halide ballasts are capable of starting at -20° F or -30° C and HPS at -40°F or -40°C. NOTE: All ballasts are EISA / Title 20 / Title o
24 compliant where applicable. (NOTE: For plug-in igniter option, consult factory.). Height :
WARRANTY: 10,12, 14', 16"
Three-year limited warranty. CERTIFICATIONS:
Height UL Listed to U.S. safety standards for wet locations. cUL Listed to Canadian safety standards for wet locations. Manufactured to ISO 9001:2000 Standards.
eight :
35 5/8" (98cm) WARRANTY:
_ Three-year limited warranty. Pole EPA Values
Width:
17" (43cm) Height :
N 33 1/2" (85cm)
Bolt Circle:
8"12" (20cm-30cm) Width: Height
16 1/2" (42cm)
Anchor Rods: Windspeed(mph) 10 12' 14 16
(4) 3/4" dia. x 19" long (2cm x 48cm) :\ﬂgsx- EI;A: 80 27.8000 228900 152900  12.7600
. sq. ft.
Base Diamster: Q. 100 17.2700 14.0200 9.1900 7.4600
17" (43cm) Max. Weight:
28Ibs
Hand Hole :
51/4" x 4" (13cm x 10cm) IESNA Classifications:
. Semi Cutoff: Refractive Panels
Max. Weight:
80 Ibs IESNA Classifications:
Cutoff: Cutoff optics
Vi U Bik lymouth desi NEW Si Outdoor G T'able, i d
mtage c ym lgn lgnature taoor ame e, 1N gl.' ournx
Q279-1001 WVSGT—R—BL (square, blue)
o Racks required for Inground Mount e Plastisol covered mesh
Col Black Federal G i 5"
olor ack or Federal Green . Seat height: 19 7
Weight 33Ibs i ”
g e Table Height: 30
Di | 24"W x 36"H
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e 3/8" Steel Plate
e 5/8" Holes
e 45" Centers

PO Box 8630 PROFESSIONAL CERTIFICATION:

Aspen, CO 81612 HEREBY CERTIFY THAT THESE DOCUMENTS WERE
Ph. 9/0—/04—-1122 PREPARED OR APPROVED BY ME, AND THAT | AM

A DULY LICENSED PROFESSIONAL ENGINEER UNDER
THE LAWS OF THE STATE OF MARYLAND,

www.qualitytablegames.com
Outdoor Bike Racks LICENSE NO: _3078 , EXPIRATION DATE: _1/18/2013 .

3350 NW Boca Raton Blvd., Suite B2
Boca Raton, FL 33437

Ph (800) 434—8981
www.outdoorbikeracks.net

Fido Kit with "Please Clean Up After

Your Pet" Dog Sign SN 3939
[tem Number: HLMFDKT 16

CHARLES COUNTY GOVERNMENT

DEPARTMENT OF PLANNING AND GROWTH MANAGEMENT
DEVELOPMENT SERVICES DEPARTMENT

Please

Clean Up
After

Your Pet

e Durable, rustproof aluminum construction lasts for REM OR

yedars. CONDITIONS
Easy—fill dispenser holds 400 low—priced Fido™Baggies!

Long—lasting U-Channel post holds it all together! GRADING
Receptacle lid keeps out rain, keeps in offensive odors
Receptacle holds bags securely

Trash Receptacle is 10 gallon capacity

Fido House™is 17" H x 117 W x 57 D; U-Channel Post < rom

is 8 L; Sign is 127 W x 18" H DRAINAGE
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STORMWATER

MANAGEMENT CONSTRUCTION AS—BUILT
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Peachtree Business Products
Ph (800) 241—-4625
www.pbpl.com /Property
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THIS PERMIT

SIGNED: EXPIRES ON:

CONSTRUCTION REVISION PROJECT DATA

y IST A E%%E;m? PROJ. NO.
CUTSHEELS DesigN, INnc BRYANS ROAD, MARYLAND CD 012210.dwg

FB.NO: 00—-00-00 File Name:
NOTE: Landscape Architects, Land Planning Consultants, Engineers & Sutveyors

09-047

NOTE:

This drawing, specifications, and work produced by Vista Design, Inc. (VDI) for this project are
instruments of service for this project only, and remains the copyrighted property of VDI. Reuse or
reproduction of any of the instruments of service of VDI by the Client or assignees without the
written permission of VDI will be at the Clients risk and be a violation of the copyright laws of the
United States of America and the respective state within which the work was completed.

T.M.NO. 0-00-00-00

This Drawing does not include necessary components for construction safety. All construction must DATE: 05/20/10 1 2
be done in compliance with the occupational safety and health act of 1970 and all rules and 11634 Worcester Hwy, Showell, MD 21862 SCALE:

. ” 9
regulations thereto appurtenant, fax 410-352-3875 email vista@vistadesigni 1 = 10 SHEET NO.
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